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CNH Capital Financing Solutions Everything you need.  
One exceptional package.

Turn to your experienced Case IH specialists when it comes to purchasing the equipment 

you need for an optimum return on your investment. Highly trained  Case IH dealers 

know how to match the right tractor horsepower and capa bil ities with your mounted  

or pull-type disc mower and other implements needed to efficiently complete your 

farming operations, from row crop applications to livestock work and other chores 

around the farm.

Your Case IH dealer can provide assistance in selecting the right equipment to meet 

your operation’s productivity and financial goals. The Case IH systems approach helps 

pair tractors with compatible implements, such as planters, cultivators or mowers, to 

achieve  peak performance from both pieces of equipment. Your dealer will recommend 

the ideal option package, with proper tires, weighting and ballast, to help your tractor 

work most efficiently for your specific requirements. Plus, he or she will consult with you 

in analyzing results, field by field.

You can also rest assured your Case IH equipment will hold its value through trade-in 

time.  Case IH equipment and your dealer’s value-added service are the right choices for 

those who demand more.

Case IH employs a total systems approach, 
integrating equipment, financing, parts and 
service into an exceptional package that 
benefits you.

Our Systems Approach

For those who demand more from a 

financial services provider, CNH Capital 

has the right solutions for you. With 

more than 50 years experience in the 

agricultural industry, we understand your 

unique needs and have developed a wide 

range of financial products and services 

to support your business.   

CNH Capital offers competitive equipment 

financing with flexible payments that can 

be timed to your cash flow. Operating 

and finance leases are also attractive 

options that allow you to reduce up-front 

payments and conserve capital, while 

benefiting from the latest in equipment 

technology. For other business financing 

needs, choose from a variety of credit 

card programs designed specifically for 

the agricultural business. CNH Capital 

can even help you finance crop-input 

products, land rental.

Parts and service expertise 
You can always count on your Case IH 

dealer for the professional service and 

advice necessary to keep your equipment 

running, season after season.

In addition to helping you find the right 

product solutions for your operation, your 

Case IH dealer offers a vast array of parts, 

services and equipment protection plans—

all backed by expert advice and skilled, 

factory-trained service professionals 

who can help you before, during and after 

the sale. Your Case IH dealer carries the 

complete line of genuine Case IH parts 

and components, along with full-service 

maintenance programs and industry-

leading warranties that can help keep 

your equipment running smoothly.

Now Case IH is ready to help your dealer 

raise customer service to an even higher 

level with Case IH Max ServiceSM. This new 

support service is just a phone call away, 

ready to back up your dealer. Just call  

your local dealer or 1-877-4CASEIH  

(1-877-422-7344) and we’ll help your 

dealer meet your request.

 Now you can identify the Case IH parts 
you need online

 
under Parts & Service

 
or product name 
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† Recommended for use with tractors having a fully enclosed cab.
* Transport height is based on 24-inch (609 mm) hitch-pin height above ground on MD72 models 
** Transport height is based on 18-inch (457 mm) hitch-pin height above ground on MD82 and MD92 models

MODEL MDX21 MDX31 MDX41 MD72 MD82 MD92

Cutting width 5 ft. 6 in. (1676 mm)  6 ft. 9 in. (2057 mm)  7 ft. 11 in. (2413 mm) 6 ft. 8 in. (2040 mm)  7 ft. 10 in. (2400 mm)  9 ft. 2 in. (2800 mm)

Cutting height .63-2.36 in. (16-60 mm) .63-2.36 in. (16-60 mm) .63-2.36 in. (16-60 mm) .95-3.25 in. (24-82.5 mm) .95-3.25 in. (24-82.5 mm) .95-3.25 in. (24-82.5 mm)

Cutter bar tilt angle 0° to -8° 1° to -8° 2° to -8° 0° to -10° 0° to -10° 0° to -10°

Cutter bar operating range +18° to -30° +18° to -30° +18° to -30° +18° to -32° +18° to -30° +18° to -28°

Breakaway angle 21° 21° 21° 19° 19° 19° 

Type cutterbar Enclosed gear drive Enclosed gear drive Enclosed gear drive Modular Modular Modular

Number of discs 4 5 6 5 6 7

Knives per disc 2 – reversible, swingaway 2 – reversible, swingaway 2 – reversible, swingaway 2 – reversible, swingaway 2 – reversible, swingaway 2 – reversible, swingaway

Disc cutting diameter 20.47 in. (520 mm) 20.47 in. (520 mm) 20.47 in. (520 mm) 19.7 in. (500 mm) 19.7 in. (500 mm) 19.7 in. (500 mm)

Disc drive Spur gear drive in  
common sump

Spur gear drive in  
common sump

Spur gear drive in  
common sump

Bevel gears in sealed modules Bevel gears in sealed modules Bevel gears in sealed modules

Disc speed 3,154 RPM 3,154 RPM 3,154 RPM 3,000 RPM 3,000 RPM 3,000 RPM

Cutterbar shear protection None None None Std.- Frangible splines in  
disc drive hub

Std.- Frangible splines in  
disc drive hub

Std.- Frangible splines in  
disc drive hub

Minimum PTO hp required † 35 hp (26.1 kW) 40 hp (29.8 kW) 50 hp (37.3 kW) 45 hp (33.5 kW) 55 hp (40.9 kW) 60 hp (44.7 kW)

Input speed 540 RPM 540 RPM 540 RPM 540 RPM 540 RPM 540 RPM

PTO shaft spline & size req. 6-spline/1-3/8 in. (35 mm) 6-spline/1-3/8 in. (35 mm) 6-spline/1-3/8 in. (35 mm) 6-spline/1-3/8 in. (35 mm) 6-spline/1-3/8 in. (35 mm) 6-spline/1-3/8 in. (35 mm)

Driveline protection Belt drive to cutter bar Belt drive to cutter bar Belt drive to cutter bar Belt drive to cutter bar Belt drive to cutter bar Belt drive to cutter bar

Overrunning clutch On PTO shaft On PTO shaft On PTO shaft On PTO shaft On PTO shaft On PTO shaft

Belt tension Adjustable drawbolt –  
0.75 in. deflection

Adjustable drawbolt –  
0.75 in. deflection

Adjustable drawbolt –  
0.75 in. deflection

Spring-loaded tensioner with  
adjustment gauge

Spring-loaded tensioner with  
adjustment gauge

Spring-loaded tensioner with  
adjustment gauge

Hydraulic circuits required One remote One remote One remote One remote One remote One remote

Minimum relief pressure req. 2,320 psi (160 bar) 2,320 psi (160 bar) 2,320 psi (160 bar) 1,500 psi (104 bar) 1,500 psi (104 bar) 1,500 psi (104 bar)

Hitch Category I or II Category I or II  Category II  Category I or II Category II Category II 

Overall width 134.25 in. (3410 mm) 149.21 in. (3790 mm) 178.35 in. (4530 mm) 138.75 in. (3524 mm) 160.25 in. (4070 mm) 181.75 in. (4616 mm)

Overall length 54.33 in. (1380 mm) 54.33 in. (1380 mm) 54.33 in. (1380 mm) 42.5 in. (1080 mm) 50.5 in. (1283 mm) 50.5 in. (1283 mm)

Height - transport position 92.52 in. (2350 mm) 107.48 in. (2730 mm) 122.44 in. (3110 mm) 98 in. (2489 mm) *  119.5 in. (3035 mm) ** 141 in. (3581 mm) **

Shipping weight 933 lb. (423 kg) 1,016 lb. (461 kg) 1,215 lb. (551 kg) 1,440 lb. (653 kg) 1,610 lb. (730 kg) 1,750 lb. (794 kg)

Operating  weight 822 lb. (373 kg) 905 lb. (411 kg) 1,077 lb. (489 kg) 1,300 lb. (590 kg) 1,460 lb. (662 kg) 1,590 lb. (721 kg)
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SAFETY NEVER HURTS!™ Always read the 

Operator’s Manual before operating any 

equipment. Inspect equipment before using 

it, and be sure it is operating properly. Follow 

the product safety signs, and use any safety 

features provided.

Case IH is a registered trademark of CNH 

America LLC. Any trademarks referred 

to herein, in association with goods and/

or services of companies other than CNH 

America LLC, are the property of those 

respective companies.

CNH America LLC reserves the right to 

make improvements in design and changes 

in specifications at any time without notice 

and without incurring any obligation to 

install them on units previously sold. 

Specifications, descriptions and illustrative 

material herein are as accurate as known at 

time of publication, but are subject to change 

without notice. Availability of some models 

and equipment builds varies according to 

the country in which the equipment is used.
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